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J New Product 


The 330400 Accelerometer provides 
solutions for gearbox owners 


by Paul Shetklovitz 
Herketiig Spectefist 
Deh Sewede: Gonpniiian 
Chable, high-frequency vibration 
Hionitaring is cssential to chebect 
fearrelated problems, A combi- 
nation of proximity probe and seismic 
Leceleralion measurements is used to 
completely instrument ancl diagnose 
today's industrial gearboxes. Bently 
Newvatla's 330400 Accelerometer is a reli- 
able, rug@ed and cost-cffcerive industrial 
dccelerometer for use in the demanding 
inclustiial seurbox environment, 


The 330400 Accelerometer 

Reduce system cost by eliminating 
the interface module. Vhe advanced 
design of the 440400 Accelerometer 
removes the interface module required 
with the 23742 Accelerometer System. 
Elimination of the interface module 
reduces the number of spare parts ovain- 
Cine! in imverlory. 

Reduced installation costs. With 
the climinavion of the intertice module, 
stalled? system cost is reduced, 
[Installation lime i6 reduced with the 
reduced parts count and the climination 
afr a housing, 

It's rugged, li has a hermetically- 
scaled, industrial case. ts rugecd cable 
ind connector system has a stanckare 
MNAC-SO1S connector The S40400 is 
more tugged tuum either our 24742 or 
24147 Accelerometers. With no interface 
module. the chance of improper iscalla- 
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tion ora poor connection is reduced, 

The 440400 has the CER mark and 
mects the EMC directive. Having carned 
the CE mark, the 440400 Accelerometer 
in designed for application in the harsh 
aml demanding environment of the 
intlustrial pcarbox, 


It has an extended upper frequency 
response that makes it useful in many 
eeurbox applications, [is frequeney 
response is [OTs to 20bk Ase + 4 dB The 
S30400 has a minimum mounted rese- 
nant frequeney of 40 KAY or greater. 

lt is compatible with all of our 
AS00259 Dual Accelerometer Monitor's 
full scale: options, It is also compatible 
With our 4400/26 Dual Accelerometer 





RMS Sloniter and our 2201 Monitor The 
440400 Accelerameter has a Sersilivily 
of 4mV/¢muniy's) [100 mv (ins), and an 
acceleration output range of 40's peak. 

The 240400 Accelerometer can be 
used with both our 16925) standard 
cable and our 16710 armored cable. It 
can also be used with our 140549 cable, 
dnd splish-resistant environmental boat. 
It comes with a standard b/4-28 or a 
miekric, Lireaded MS XL menting stud. 


Por more information about the 
430400 Accelerometer, and its computi- 
biliy with other 4400 and 2201 Monitar 
Opliins, Contact vour nearest Bently 
Nevada sales representacive 
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